20000131.ba v02_n794.bam.20000131

>From ???@??? Mon Jan 31 21:21:32 2000 -0600
Date: Mon, 31 Jan 2000 21:19:24 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2794
Message-Id: <20000201032104.3DA3F274F3@devel43.theporch.com>

			    BOATANCHORS Digest 2794

Topics covered in this issue include:

  1) Dust
	by "Robert Nickels" <ranickel@mwci.net>
  2) Re: the electro REFORMation. (second attempt)
	by Arden Allen <gumbear@pacbell.net>
  3) marine radio comes back to life
	by "Steve Hill" <SHILL@onaustralia.com.au>
  4) Re: Signal Corps whatzit
	by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
  5) Re: TLI/TCS/Baranoski's Mud
	by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
  6) R1155 Service Manual
	by Andre Guibert <aguibert@sympatico.ca>
  7) Re: 1000-Line Screw Scredriver
	by DCrespy@aol.com
  8) RE: 1000-Line Screw Scredriver
	by "Ed Sieb" <sieb@sympatico.ca>
  9) Rowdy and schwartzy ??
	by BEN NOCK <G4BXD@compuserve.com>
 10) Re: 1000-Line Screw Scredriver
	by Richard Loken <richardlo@devax.admin.athabascau.ca>
 11) RME trivia anyone?
	by brian.harris_2@philips.com
 12) Re: RME trivia anyone?
	by chuck grandgent <chuck@k1om.com>
 13) Re: RME trivia anyone?
	by Deane D McIntyre <dmcintyr@ucalgary.ca>
 14) Re RME
	by philip mccoy <dgnova@erols.com>
 15) Re 6D6 and 78
	by philip mccoy <dgnova@erols.com>
 16) Re: PL-068
	by Ralph Parker <rparker@intergate.ca>
 17) Re: RME DB-20s
	by Ralph Parker <rparker@intergate.ca>
 18) Millen 90641 Grid dipper
	by "w0dg" <w0dg@email.msn.com>
 19) KS Quiz
	by "Richard W. Solomon" <w1ksz@tiac.net>
 20) 1960-1965 Callbook
	by Paul Nelson <drhydro@uswest.net>
 21) Re: KS Quiz
	by JACK Iverson <jackiv@juno.com>
 22) Re: KS Quiz
	by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
 23) KS #'s QUIZ
	by "Al Fritsche" <fritsche@email.msn.com>
 24) Re: KS Quiz
	by Bob Roehrig <broehrig@admin.aurora.edu>
 25) Victory Ship Radio Console - Demonstration Schedule
	by Dick Dillman <ddillman@igc.org>
 26) Receiver audio problem
	by Dave Hollander <davidh@getnet.com>

----------------------------------------------------------------------
Message-ID: <02be01bf6ba2$f4a08de0$670ccfd1@default>
From: "Robert Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Dust
Date: Sun, 30 Jan 2000 22:22:39 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Smoke may get in your eyes, but it's DUST that gets on your Boatanchors!
(You DO dust your BAs, don't you?)   The new electrostatically-charged
cloths sold under the "Pledge Grab-It" and "Swiffer" work really nice for
getting the dust off those seldom-turned knobs, meters and panels.   When
you're done you can still use it to clean the floor.    Of course you
wouldn't want that nasty static cling anywhere near those delicate solid
state rigs, right ;-)

73, Bob W9RAN

------------------------------
Date: Sun, 30 Jan 2000 21:20:12 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: the electro REFORMation. (second attempt)
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0FP600861PI19U@mta3.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Hi Marty;

> But caps are smoothing the AC component & Xc is
> 
>             1/sqrt(2*pi*f*C)
> 
> so the more C, the lower the AC resistance & hence the voltage on
> "better, more-C" caps on is lower.

No, I didn't miss the AC analysis.  I just don't think it dominates the
problem.  It would if the ripple is a sizable percentage of the DC voltage.
 But that would be with a power supply with too little capacitance and "too
little capacitance" is not a likely problem.  If a cap opened up the ripple
would go to max and you would have zip ripple across all the the caps
except the open one for which it wouldn't matter because then it wouldn't
short.  BTW, I made a misstatement, I
said the cap with high leakage would be most subject to shorting.  Wrong,
it
would be the cap with the least leakage.  Keep on my case!

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

= The nuts get screwed by the bolts but that's what holds the world
together =


------------------------------
Message-ID: <002a01bf6bc5$0edda7c0$a4aa868b@me>
From: "Steve Hill" <SHILL@onaustralia.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: marine radio comes back to life
Date: Mon, 31 Jan 2000 18:27:45 +1000

Boaters,

Have just updated my web page.

New format and lots more stuff to look at.

New feature is the complete marconi radio station of bulk carrier Iron Kembla.
Some people thought stations like this were dead but this one is not.
It was rescued from the ship by a group of enthusiasts, and I have installed
it in the shack with the intention of operating it.

Check it out

-----------------------
Steve Hill      VK4CZT
<SHILL@onaustralia.com.au>
visit my military radio page
<http://www.users.bigpond.com/SHILL>
Brisbane.  Australia.

------------------------------
Date: Mon, 31 Jan 2000 09:15:20 -0500
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
Subject: Re: Signal Corps whatzit
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200001310915_MC2-970C-F8A6@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

Group,

The later ML-138 is part of ML-110 & ML-210 Timer & Telephone Apparatus. =

According to my database (copied from the manual that I have), it was use=
d
for coordinated theodolyte obversations (i.e., surveying).  ML-110 is par=
t
of SCM-8.  All or most of the ML and SCM stuff is associated with weather=

obversations.  So I concluded that the timers were associated with weathe=
r
balloon and cloud height determination.

You have to remember that, besides radio and radar, the Signal Corps also=

supplied the Army's weathermen (and photographers and troop entertainment=
),
as well as the equipment that they used.

Robert Downs
WA5CAB
Houston

------------------------------
Date: Mon, 31 Jan 2000 09:15:18 -0500
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
Subject: Re: TLI/TCS/Baranoski's Mud
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200001310915_MC2-970C-F8A3@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

Marty & Group,

I have some stuff here with mud lines like that!  PP-114 and some EF-8
generators, among others.  My TCS-14 doesn't produce TLI, though.  Don't
have any touch lamps. :-)

Incidentally, for those of you who, like Marty, have the PP-380, it is
relatively easy to mod it so that you can use the standard 23270 remote
speaker.  I modified one of mine by removing the spare fuse holder and
drilling the case so that I could mount a GK-9-32S connector, and then
wired it with appropriately vintage wire per the 20218 or 20309 schematic=

(two of the other AC supplies).  It now looks like it should have looked =
to
begin with!  =


I have both of the other supplies as well, but the PP-380 works just as
well, and doesn't take up as much space on the power supply shelf.  It si=
ts
nicely beside the 21881B dual dynamotor supply, so that I can switch
supplies simply by moving the cables.

Message text written by Polpeeg
>But saved that 5U4 'cause it shows the submersion high water mark from =

Baranowski's!!  Dang "sparky" 5U4 was blowing TX 4A fuse @ worst times.
<



Robert Downs
WA5CAB
Houston

------------------------------
Message-Id: <1.5.4.16.19800104110256.2717013a@pop1.sympatico.ca>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Andre Guibert <aguibert@sympatico.ca>
Subject: R1155 Service Manual
Date: Mon, 31 Jan 2000 10:11:05 -0500

        Bonjour to All
        Looking for the Service Manual, not the" The Technical
        Description" for above receiver.
        Have everything else, Lancaster, Mosquito, Marine, base
        installations.
        Does it exist?
        Andre
        
Andre Guibert
aguibert@sympatico.ca

------------------------------
From: DCrespy@aol.com
Message-ID: <7c.11f36e1.25c70a62@aol.com>
Date: Mon, 31 Jan 2000 10:55:14 EST
Subject: Re: 1000-Line Screw Scredriver
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

On Sun, 30 Jan 2000, ROBERT W. DOWNS wrote:

> There was a special screw-holding screwdriver made for handling the tiny
> hollow screws of the type found in the PL-54, PL-55, PL-68, etc. phone and
> mic plugs. 

The PL-068 is still widely used  (maybe exclusively?) for plugging in 
aircraft headsets.  If anyone has the time to check this out, it would be 
interesting to know if avionics shops can still get the screwdrivers??

73
Harry  KG5LO
Saline MI

------------------------------
From: "Ed Sieb" <sieb@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <RWDowns_WA5CAB@compuserve.com>
Subject: RE: 1000-Line Screw Scredriver
Date: Mon, 31 Jan 2000 11:56:41 -0500
Message-ID: <LOBBJHOLOOHLIPLONIAFKEEPCGAA.sieb@sympatico.ca>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

All these tools, and more are available from THE longstanding
telephony tool supplier,
P.K. Neuses, Inc.  	URL:	http://www.pkneuses.com/
Screwdriver tool:		http://www.pkneuses.com/scre.htm

Here is the text from ther screwdriver page:

"N-2348 (Weco.KS-2348) (Aeco.H-883182-1)
Screw guiding screwdriver for small "hole in head" screws.
Guide pin retracts 9/32" (7.1 mm) to position screwdriver for fast
screw insertion and removal.
Barrel is knurled for a shure grip, blade is reversible. OAL 4 19/32" (11.7
cm).

N-2348B Replacement Blade for N-2348.

N-2348J Pointer and shaft assembly."

Check out the web-site, it's excellent.


Hope this was useful ;-)
Ed
VA3ES

------------------------------
Date: Mon, 31 Jan 2000 13:26:15 -0500
From: BEN NOCK <G4BXD@compuserve.com>
Subject: Rowdy and schwartzy ??
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <200001311327_MC2-9711-CB8A@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

Does anyone know anything about the following rx, date
made, performance etc:

Rohder & Schwartz  ESM180

apparently its a vhf set, quite heavy and big. =


Any info greatly appriciated.

Ben G4BXD.
----------------------
www.qsl.net/g4bxd

------------------------------
Date: Mon, 31 Jan 2000 11:33:34 -0700 (MST)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
Subject: Re: 1000-Line Screw Scredriver
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: 
 <Pine.PMDF.3.95.1000131113207.541101773B-100000@devax.admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Sun, 30 Jan 2000, John Kolb wrote:

> Think I picked mine up in the Navy in the '60's. Had it out showing it
> off a couple of months ago. It's labeled KS-2348. Collector value, eh?

Don't know about collector value but it has a genuine Western Electric
part number on it.  Ah!  Nostalgia.
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
From: brian.harris_2@philips.com
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RME trivia anyone?
Message-ID: <0056910003461146000002L162*@MHS>
Date: Mon, 31 Jan 2000 12:43:05 -0600
MIME-Version: 1.0
Content-Type: text/plain; charset=iso-8859-1; name="MEMO 01/31/00 12:46:06"
Content-Transfer-Encoding: quoted-printable
Content-Disposition: inline

I couldn't pass up the DB-20 converter offered by Ben Hall last week ev=
en though it was NOT a match to an RME-69 as Ben surmised, therefore:

First Question......What RME receiver has a square cornered cabinet, is=
 light grey, has a green dial or dials AND has two chrome or, perhaps, =
stainless steel, strips that run horizontally above and below the dials=
?  I ask because that is the style of=20
this new DB-20.  I suspect it may match an RME-70 (or is it 74?).  Sinc=
e I have neither, I could be convinced to part with this new one should=
 anyone have the matching receiver and really want the DB-20.

Second question........Has anyone ever seen/heard/had an RME transmitte=
r?  I have several pieces of documentation describing various models bu=
t I have never heard anyone talk about them, let alone talked to one on=
 the air (not that transmitters=20
themselves actually talk).

Third question......Is a 58 the same as a 6D6?  I ask because one of my=
 69's has a 58 where a 6D6 should go.  That said, I intend to install t=
he proper noise blanker in place of the two would-be 6D6's when I get a=
round to it.

Thanks in advance,

Brian WA5UEK
=

------------------------------
Date: Mon, 31 Jan 2000 14:04:47 -0500
From: chuck grandgent <chuck@k1om.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: RME trivia anyone?
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
Message-Id: <200001311406546.SM00090@breva100>

For what it's worth, I have two DB-20's, of different styling.
They're at
http://k1om.com/rme_db20_pics.htm
and
http://k1om.com/second_rme_db20.htm 
(this one has a label on the bottom indicating April 3, 1945)
I'll have to check again to see if the first one has any date.

Chuck, K1OM

brian.harris_2@philips.com wrote:
> 
> I couldn't pass up the DB-20 converter offered by Ben Hall last week even though it was NOT a match to an RME-69 as Ben surmised, therefore:
> 
> First Question......What RME receiver has a square cornered cabinet, is light grey, has a green dial or dials AND has two chrome or, perhaps, stainless steel, strips that run horizontally above and below the dials?  I ask because that is the style of 
> this new DB-20.  I suspect it may match an RME-70 (or is it 74?).  Since I have neither, I could be convinced to part with this new one should anyone have the matching receiver and really want the DB-20.
> 
> Second question........Has anyone ever seen/heard/had an RME transmitter?  I have several pieces of documentation describing various models but I have never heard anyone talk about them, let alone talked to one on the air (not that transmitters 
> themselves actually talk).
> 
> Third question......Is a 58 the same as a 6D6?  I ask because one of my 69's has a 58 where a 6D6 should go.  That said, I intend to install the proper noise blanker in place of the two would-be 6D6's when I get around to it.
> 
> Thanks in advance,
> 
> Brian WA5UEK

------------------------------
Message-ID: <3895E2DE.632F4534@ucalgary.ca>
Date: Mon, 31 Jan 2000 12:30:36 -0700
From: Deane D McIntyre <dmcintyr@ucalgary.ca>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: RME trivia anyone?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



brian.harris_2@philips.com wrote:

> Third question......Is a 58 the same as a 6D6?  I ask because one of my 69's has a 58 where a 6D6 should go.  That said, I intend to install the proper noise blanker in place of the two would-be 6D6's when I get around to it.

Not quite. the heater voltage of a 58 is 2.5 volts, while a 6D6 has
a 6.3 volt heater, as does a 78 (which is electrically the same as a
58 except for heater voltage; the 6D6 is close enough to a 78 for all practical
purposes)

Note that there is a variety of the 58, the scarce 58AS, that is a 58
with a 6.3 volt filament.

All of these are remote cutoff (super control) pentodes. The corresponding
sharp cutoff tubes are the 57 (2.5 volt filament), 57AS, 77, 6C6 (6.3
volt filaments)

73, Deane D McIntyre VE6BPO
dmcintyr@ucalgary.ca

------------------------------
Message-ID: <3895E545.C0C3C319@erols.com>
Date: Mon, 31 Jan 2000 14:40:53 -0500
From: philip mccoy <dgnova@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re RME
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Some or all of the RME-70s had a square grey cabinet with green dials.
I believe there were veriations in the 70s, some haveing a yellow dial

The 58 is the same as the 6D6 with the exception of the filament which
on the
58 is 2.5 volts.

Same holds true for the 57 and 6C6
Philip McCoy dgnova@erols.com

------------------------------
Message-ID: <3895E8CE.8769453B@erols.com>
Date: Mon, 31 Jan 2000 14:55:58 -0500
From: philip mccoy <dgnova@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re 6D6 and 78
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit


The 78 has a shield surrounding the plate. The 6D6 has a very tiny
shieldlet at the
neck of the tube. Sometimes you can get away without using an external
shield
on the 78 but almost never with the 6D6.

The shield of the 78 is connected to the cathode. The shield of the 77
is connected
to the screen grid. You don't want to use a 77 in a receiver like the
HRO or
RME 69 where screen grid injection is used.

When operated at 250 volts on plate and 100 volts on the screen, the 6D6
has
a gm of 1600 umhos with a rp of 800000 ohms while the 78 has a gm of
1460 umhos
with rp of 800000 ohms.

Physical size of different to. However in a pinch you can switch them.

Philip McCoy dgnova@erols.com

------------------------------
Message-Id: <3.0.3.32.20000131115410.006b2be4@pop.intergate.bc.ca>
Date: Mon, 31 Jan 2000 11:54:10 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@intergate.ca>
Subject: Re: PL-068
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>The PL-068 is still widely used  (maybe exclusively?) for plugging in 
>aircraft headsets.  If anyone has the time to check this out, it would be 
>interesting to know if avionics shops can still get the screwdrivers??

The 3/16" size is used for the microphone. Most of the current connectors
use solder terminals rather than screw. I think the PL-068 is still the
better connector.
1/4" still used for earphones.

VE7XF

------------------------------
Message-Id: <3.0.3.32.20000131141933.006b5e90@pop.intergate.bc.ca>
Date: Mon, 31 Jan 2000 14:19:33 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Ralph Parker <rparker@intergate.ca>
Subject: Re: RME DB-20s
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Chuck, K1OM said:
>...I have two DB-20's, of different styling.
>They're at http://k1om.com/rme_db20_pics.htm
>and http://k1om.com/second_rme_db20.htm 

My DB-20 looks like the second one, except mine is black wrinkle, probably
to match the RME-69.
The first DB-20 looks like my DB-22.
However, I suppose I'm being cruel to my DB-xxs by keeping them on a shelf
in the basement, not on a couch in the living room like Chuck keeps his :-)

VE7XF

------------------------------
Message-ID: <002801bf6c3e$86172860$c8b71b3f@oemcomputer>
From: "w0dg" <w0dg@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Millen 90641 Grid dipper
Date: Mon, 31 Jan 2000 16:57:17 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hello,

Could anyone tell me if this unit came
with test leads (sniffer) ?  Or where I might obtain
them.  Any help appreciated.

Thanks,

Don    w0dg

------------------------------
Message-ID: <01BF6C16.A385D2C0.w1ksz@tiac.net>
From: "Richard W. Solomon" <w1ksz@tiac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: KS Quiz
Date: Mon, 31 Jan 2000 18:06:31 -0500

OK guys, what does KS stand for ?? Any old-time WE guys out there.
(Ones who know a 416B from a 417A !!)

73, Dick, W1KSZ

------------------------------
Mime-Version: 1.0
Message-Id: <v04210100b4bbcb4ad040@[10.0.0.2]>
Date: Mon, 31 Jan 2000 17:34:52 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Paul Nelson <drhydro@uswest.net>
Subject: 1960-1965 Callbook
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

I need to find an entry from a 1960 to 1965 Callbook- I was a Tech in 
that era, with the following stuff-

Paul C. Nelson
2516 So. 'L' St
Fort Smith, AR

WA5EHG

Need this to prove the prior-to-1987 Tech status for the new General 
upgrade- I intend to take the test, as well, but want very much to 
find a copy of a callbook entry too.
Paul Nelson W5GNF              "When I go, I want to go quietly, in my
Ames, Iowa                      sleep, like my grandfather- not
                                 screaming, like his passengers."
(DrHydro@uswest.net)
                                 "More hay, Trigger?"
  Cessna 140 N77149              "No thanks, Roy, I'm stuffed."

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Mon, 31 Jan 2000 17:46:23 -0600
Subject: Re: KS Quiz
Message-ID: <20000131.175353.-332161.6.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: JACK Iverson <jackiv@juno.com>

KS= KEARNEY STANDARD==where thespecs were generated    ( if wrong, i will

stand corrected)                 old jack

On Mon, 31 Jan 2000 18:06:31 -0500 "Richard W. Solomon" <w1ksz@tiac.net>
writes:
> OK guys, what does KS stand for ?? Any old-time WE guys out there.
> (Ones who know a 416B from a 417A !!)
> 
> 73, Dick, W1KSZ
> 

------------------------------
Date: Mon, 31 Jan 2000 19:00:38 -0500
From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop)
Message-Id: <200002010000.TAA14709@aa4rm.ba-watch.org.>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: KS Quiz

KS = Kearny Std.

Kearny, NJ was WECo admin. ofc.  They let contracts for subcontractors.

But think 416Bs never sub'd, all were built in Allentown, PA.  Since
417A had a retma # of 5842, those mighta been farmed out & had a KS #.

Tks to W4MIL, W4CQH and P-G from whom this info arose.


   Marty

------------------------------
Message-ID: <003501bf6c4c$e7014e40$bb3c0f3f@noname>
From: "Al Fritsche" <fritsche@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: KS #'s QUIZ
Date: Mon, 31 Jan 2000 18:35:31 -0600

While on the subject of what KS stands for (KEARNEY WORKS STANDARD)
Where did
the R # tools come from?    And what was the plant outside of Kansas City
that made
all the Tubes?


Al
KD5CML



------------------------------
Date: Mon, 31 Jan 2000 18:41:46 -0600 (CST)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: KS Quiz
Message-ID: <Pine.OSF.3.96.1000131183854.1292A-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Mon, 31 Jan 2000, Richard W. Solomon wrote:

> OK guys, what does KS stand for ?? Any old-time WE guys out there.
> (Ones who know a 416B from a 417A !!)

KS are specifications for components/products FOR W.E. (Bell System) but
made by outside suppliers. A KS device may well be an off-the-shelf item
that does meet the necessary spec. 

                    "Nostalgia is a thing of the past"
    E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net   73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-4222

------------------------------
Message-Id: <3.0.5.32.20000131175851.0079ecf0@pop.igc.org>
Date: Mon, 31 Jan 2000 17:58:51 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.org>
Subject: Victory Ship Radio Console - Demonstration Schedule
Cc: JGire@agconsult.com, jgurvey@itsa.ucsf.edu, mwray@socrates.berkeley.edu,
   bmosca@backfire.com, tonya.hennessey@sfo.greenpeace.org
Mime-Version: 1.0
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This is an announcement regarding the days the Radiomarine 4-U radio
console from the WWII vintage SS Rider Victory may be seen in actual
operation on the air at the San Francisco Maritime Museum.

As those who have seen my earlier messages on this topic will know, Tom
Horsfall (WA6OPE) and I spent more than a year removing the console from
the ship and restoring it to operational condition.  It has been installed
in an accurate replica of the ship's radio room - accurate even to the
stains on the floor - at the San Francisco Maritime Museum.  The museum is
open every day from 10am to 5pm.  There is no admission charge and the
console along with the rest of the exhibit on maritime communications may
be viewed at any time during those hours.  The console is normally turned
off and protected by a plastic shield but is still worth viewing.

However Tom and I have committed to be at the museum on the first Sunday of
each month to remove the plastic cover and place the console in operation
on the 40m and 20m amateur bands.  Please consider this a warm invitation
to stop by and see some classic equipment in operation.

The console is still powered by the original motor-generator so you'll get
to hear that machine spin up when we throw the switch.  There is
transparent plastic on the rear of the console so you'll be able to bask in
the glow of twin 813s.  The original copper tubing is still in place for
the antenna lead so you'll be able to watch the RF ammeter climb and the
neon lamp glow when the key is pressed.  And you'll be able to hear the
clack of the keying relay as lusty salvos of Morse are sent.

If that kind of thing appeals to you please stop by the San Francisco
Maritime Museum, 900 Beach St. at the foot of Polk St. (near the Hyde St.
pier of Historic ships, the SS Jeremiah O'Brien Liberty ship and the SS
Pampanito submarine) on the first Sunday of the month.  Festivities will
start around 11am.  We will be there on duty this Sunday, 6 February.

Vy 73,

Dick/"RD"
  

                         Dick Dillman, W6AWO
 Chief Operator at K6KPH of the Maritime Radio Historical Society
                      Collector of Heavy Metal:
               Harleys, Willys and Radios Over 100lbs.
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From: Dave Hollander <davidh@getnet.com>
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To: Old Tube Radios <boatanchors@theporch.com>
Subject: Receiver audio problem
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac-creator="4D4F5353"
Content-Transfer-Encoding: 7bit

Fired up a Philco 37-20 Cathedral radio today. Works but audio distorts
as volume is cranked up. Before I go crazy replacing components, what
would specifically cause this? All tubes are good and their is no hum
(bad electrolytics).

Suggestions would be welcome

Thanks,

Dave N7RK

--
************************************************************************

Dave  N7RK -  Webmaster CADXA
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*

            ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX

Boatanchor Collector Extraordinaire preferring Hallicrafters, National
and what ever else looks interesting!

E-Mail: davidh@getnet.com  My Home Page:  http://www.getnet.com/~davidh

Visit the Central Arizona DX Association Home page - http://cadxa.org
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